epa 203

PRESSING MACHINE
* FOR SLEEVE PLACKETS

GOMLEK APARTURA ve BIYE UTULEME MAKINESI




EPA 203

SPECIFICATIONS

Presses sleeve plackets, bindings, and
shirt side seams in desired sizes

Capable of pressing triangle and square
labels, plus yoke labels

Adjustable trace needles speed up and standardize
production during assembly stage

Seam allowances can be set as desired
Oil-free operation system
Easy to use digital display

Digital screen provides hourly and daily
production reports

Smart-fault notification system enables easy detection
of machinery malfunctions, trackable using the screen

Laser attachment provides easy stripe tracing, leading
to excellent results during pressing of striped fabrics

Automatic stacking system

Unique resistances and computerized temperature
control system provides precise heat adjustment and
energy savings

PLC (Programmable Logic Control) controlled machine

A number of safety precautions protect the operator

The machine has a CE certificate

PRESSING MACHINE FOR SLEEVE PLACKETS
GOMLEK APARTURA ve BIYE UTULEME MAKINESI

DIMENSION

950 x 1030 x 1450 mm

[stenilen ebatlarda apartura, biye ve gémlek yan
kapamalarinda kullanilan farkli éicllerdeki parcalari (tiler

Kahplarr degistirilerek tcgen, kare ve roba etiket
katlamalarini yapar

Ayarlanabilir dikig izi igneleri sayesinde montaj agsamasinda
tretiminize hiz ve standart kazandirir

Istenilen &iciide dikis paylari ayarlanabilir

Yagsiz ¢calisma sistemi

Dijital ekran sayesinde kolay kullanim

Ekrandan saatlik ve gunlik uretim raporu alnabifir

Akill ariza bulucu sistemi sayesinde makinedeki olusan
arizalar ekran tzerinden tespit edilir

Lazer ile ¢izgi takibi yapilarak cizgili kumaslarin
ttd/lenmesinde mikemmel sonug alinir

Otomatik istifleme sistemine sahiptir

Kullanilan ézel Uretim rezistansiar ve bilgisayarli isi kontro/
sistemi sayesinde hassas i1si ayari ve enerji tasarrufu saglar

Makine PLC kontro/lidtr

Operatdr acisindan her tirll glivenlik énlemi makinenin
lizerinde alinmistir

Makine CE sertifikasina sahiptir





